
Material
Mount  ................ 7075 T651 
Finish ..................  Sealed Hardcoated finish.
Level: .................. Clear level made of plastic
Screws ................. Stainless steel, metric sizes. 
 M4 in rings and interfaces and M5 in bases.

Interfaces:
Aimpoint T1
Trijicon RMR
Burris Fastfire
Picatinny, various lengths and heights
Tri-rail for Snipe IR
Spacers
Interface angle
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Extremely sturdy one-piece scopemount, with possibility to attach multiple optical 
accessories directly to the mount. Built-in level. 45 degree split of the rings gives 
better view of the turrets. Straight and tilted mounts available.

IDEAL SCOPE MOUNTING SYSTEM

ideal Scope  
Mounting System

Scope level gauge
“The wedge”

Screw length gauge
To prevent marring of scope  
with interface screws. Spacers and interfaces Tri-rail for Snipe IR

Interfaces



Extremely sturdy one-piece scopemount, with possibility to attach multiple optical 
accessories directly to the mount. Built-in level. 45 degree split of the rings gives 
better view of the turrets. Straight and tilted mounts available.

IDEAL SCOPE MOUNTING SYSTEM

Notes on mounting
The rings are machined with circular groves that could be used 
for gluing the scope. Gluing is a good solution when the gun 
and the scope is used extensively in 4WD vehicles and in other 
applications with severe vibrations. For normal use (including 
mostly military, law enforcement and civilian use) we recom-
mend the use of small amount of Brownells rosin between the 
scope and the rings. The brownells Rosin is a very good grip-
ping agent that prevents slipping. Its also very easy to remove 
with some alcohol when it’s not desired any more.

Use grease or Loctite on the screws when mounting the scope in 
the mount. Otherwise might the screws be difficult to dismount 
due to high friction surfaces. Screws are delivered greased.

We recommend the use of “screwdriver” style torx keys to make 
the mounting easier and smoother. The Torx keyhole is rather 
shallow and with the screwdriver style key it’s no problem.

On most models the screws can be staked at the end to become 
non-removable.

Leveling the scope
The 10 degree wedge is a solution for indexing the rotation of 
the scope, using the included gauge/wedge to index the scope 
correctly to the mount and gun. A very important feature as 
a incorrectly indexed scope unintentionally will be adjusted 
sideways when it is adjusted for elevation. Slide the wedge under 
the scope to assure that it is level with the mount just before 
tightening the screws.

Picatinnys
We recommend direct mounting if possible on firearms with 
own integral rail, such as Accuracy international and TRG, 
instead of the use of Picatinny

The picatinny mounts have its contact surfaces minimized 
against the firearms Picatinny in order to enhance the repeat-
ability of the mount.

Note on Sauer SSG mount
Sauer SSG mount should be attached to both the rail of the 
gun and the radius on the receiver, the mount may need to 
be bedded on to the receiver due to inconsistent recievers

Interfaces
Mount is machined with several interfaces all over the mount. 
The interfaces on the rings will follow the scope, so in case the 
mount is a tilted version, ring interfaces are tilted to. The base 
interfaces follows the base and is thus without tilt.

We highly recommend the use of lasers and illuminators and 
secondary sights on the mount as those are more stable there, 
than they are on the handguard that actually moves when a 
heavy rest is used against the forearm.

The level
The level is made out of plastic and is quickly interchange-
able. Just remove the M8 set screw in the rear of the base and 
push out the level. Replacement levels are available from us.

Black screws
All screws are made of stainless steel and treated to be black. 
The black color on stainless is however not nearly as durable 
as it is on normal steel. Therefore it is likely that the color 
from the screws can fade or partly disappear when used. This 
is nothing wrong, it is just a tradeoff that one have to accept 
in order to have stainless steel screws. Torx, Allen head or hex 
head can be specified.

Made in Sweden

We are open to manufacture special solutions.
If you’re unit has a need for a special mount, with a special 
tilt, height or whatever, please contact us for a quote. We are 
also open to manufacture new attachments, so if you have a 
special need, give us a call or an email about it.
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