
 
 
 
UNDERSTANDING THE SPUHR MODEL MARKING - ISMS 
 
    1         2     3    4     5 

SP-4 6 0 1 
(see explanation in the text below) 
 

Most items from SPUHR are marked with a model number and a batch number. When 
ordering please refer to the model numbers. 
 

The model number is often one or two letters followed by one to four numbers; for 
example SP-4601. 
 

The batch number is a single letter followed by four numbers. For example M-1204 or 
M12/04 the numbers indicate year and month. 
 

Scope mounts are always marked with a model number consisting of two letters followed 
by four numbers. 
 

1. The letters means: 

- SA - Scope mount Accuracy International (11mm dovetail) 
- ST - Scope mount TRG (17 mm dovetail) 

- SP - Scope mount Picatinny 

- SS - Scope mount Sauer (for Sauer SSG and STR rifles) 
- SR - Scope Rings (separate rings for Picatinny rail)  

 
 



The first number identifies the scope diameter. 

 2. The first number means: 

  3 - 30 mm tube 
  4 - 34 mm tube 
  5 - 35 mm tube 
  6 - 36 mm tube 
 
The second number identifies tilt. 
 

 3. The second number means: 

  0 - 0 tilt 
  6 - 6 MIL/20,6 MOA tilt 
  7 - 7 MIL/24 MOA tilt 
  8 - 13 MIL/44.4 MOA tilt and 11 MIL/40 MOA tilt 
  9 - 9 MIL/31 MOA tilt 
 
Third number is reserved for future use. 
 

 4. The third number means:  
  - N/A 
 

The fourth number identifies the height of the mount. 
The height of a mount is always measured from the top of 
the scope base to the center of the scope. On a tilted mount the 
measurement is made at the rear of the mount. 
 

 
 

 5. The fourth number means: 

  1 - 30 mm/1,18” or 35 mm/1,38” [depending on model SP/ST] 
  2 - 37 mm/1,46” 
  6 - 34,3 mm/1,35” 
  7 - 39 mm/1,535” 
 


